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1. Company presentation – FLEXY Srl

FLEXY is an Italian company and its headquarter is located in the Venice area, north-east of the 
country.

This area has been for years one of the most active areas on the poultry technologies development, 
where many companies started their activities, introducing in the market new ideas and solutions. In this 
panorama, FLEXY represents one of those that provided a positive impact to all the business.

The company was founded officially in 1998, but its production can be related to some years before. 

After some years of success in the national market, the company moved the first steps outside Italy and it 
quickly received positive responses from the international market. This drove the strategy of the company 
towards new challenges and new goals to reach that have changed its identity.

Nowadays FLEXY is a market leader on egg collection and egg transportation business. The 
systems developed in our factory are synonymous of quality, versatility and reliability, what is letting us 
to be considered an excellent solution for every poultry farm.



FAMILY NEST is the communal nest developed from 
FLEXY. The experience of the company on egg 
management and egg transportation systems, give us 
the chance to create a product that perfectly match with 
the expectations of all the farmers.

Easy and reliable egg collection system, related to an 
easy management of the product and a high comfort for 
the birds, are only few of the advantages that our 
product can provide. These make this product, the best 
solution for both layers and breeders.
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Our FAMILY NESTS are designed to guarantee the best possible comfort 
to the birds, providing them an ideal natural environment. For this 
purpose, we decided to use the (original) Astroturf mat, that has the 
double advantage to provide the feeling of the natural grass and, at the 
same time, to facilitate the internal clean of the nest. The mat in fact, do 
not retain the dirty but this easily pass through it, once dried. The mat can 
be also easily removed, to facilitate the cleaning procedures.

All the structure of the nest, really solid and stable will guarantee the best 
support, also in case of an overcrowded nest.



2. FAMILY NEST – the automatic nest

The eggs collection is made through the egg belt of 500mm  (250mm in 

case of wall nest) that runs in the middle of the automatic nests. This 

belt, in 100% pure polypropylene, is really resistant and on it, there are 

some holes designed, to facilitate the transfer of the eggs towards the 

egg table or the egg conveyor. The holes are also avoiding the 

movement of the eggs on the belt while this is working, reducing the risk 

to have a high number of cracked eggs.

At the same time, a flexible plastic pipe has been installed in the middle 

of the belt, in order to avoid the contact of the eggs that come from both 

sides of the nest.

The speed of the egg belt during the egg collection can be easily

controlled through a potentiometer, installed on a control panel next to 

the egg collection table or on the main control panel.



2. FAMILY NEST – the automatic nest

The egg collection could be obtained in 2 different ways:

▪ Manually (through an egg collection table)

▪ Automatically (through an egg conveyor)

In both the cases, if the egg collection is related to double tier automatic
nests, it will be obtained through a small Niagara system, that will transfer 
the eggs directly on the egg table or the egg conveyor.



2. FAMILY NEST – the automatic nest

Our FAMILY NEST has an automatic expulsion, acitvated by a motor 
installed between the row of nests, that is set to work at some specific 
times of the day, from the central control panel. Usually opened early in 
the morning (around 5 am) and closed in the evening (between 8-9 pm).

The expulsion has a wire mesh, divided in two parts, in order to push out 
gently the birds while these are still inside the nests, at the not desired 
times.

Once closed, the birds cannot get in anymore, until the expulsion will be 
opened again. In the opened position, the wire mesh stand on the bottom 
of the nest, without bothering the birds inside and neither hinder the easy 
rolling of the eggs towards the egg belt.

The height of the panel on the bottom has been studied to avoid the 
passage of the birds through the nest, on the the egg belt. This is also
limited thanks to the small curtains installed on it, that gurantee the right 
darkness inside the nest.



3. FAMILY NEST – features and configurations

The FAMILY NEST is available in 4 different
versions:

▪ Single tier

▪ Double tier

▪ Single tier (wall nest)

▪ Double tier (wall nest)

The height between the two tiers is 68 cm. In 
order to facilitate the access of the birds up to 
the second tier, we installed some wooden
perches of which, the first one, has a lower
height (55 cm). 

The double tier nests are normally used for 
commercial layers and light breeders.



3. FAMILY NEST – features and configurations

The FAMILY NEST is also available with different
combinations like the following:

▪ Mixed wood/metal sheet nest;

▪ Fully metal sheet;

▪ Nest with flat roof (in order to increase the useful surface
of the shed).

A unit of FAMILY NEST is 2,4 meters long and has 4 holes 
(only 2 in case of the wall nest), 2 for each side. These 
holes have a standard width of 1,2 meter and a depth of 
about 50 cm, to allow a high number of birds to stand inside 
the nest. 

Following the CE norms, the number of birds for each nest 
are about 285 birds in case of commercial layers and 220, 
in case of breeders.



3. FAMILY NEST – features and configurations

The legs of the nests are in stainless steel, to guarantee an extended lifetime of the 
nest, against the natural corrosion of the metal when it gets in contact with manure. All 
the legs are provided with an adjustable foot, to facilitate the alignment of the nests 
during the installation.

The roof sides of the nest can be opened for inspection in a simple way. On the roof, 
there are 2 openings that facilitate the easy and natural circulation of the air inside the 
nest. On the top of the roof, there’s also an anti-pearching system installed, that avoid 
birds to stand on the top of it.

Between the nests, but also at the two ends of the nest row, we suggest always to 
consider some passages (120 cm long and multiples) to facilitate the migration of the 
birds inside the shed but also, the movement of the operators inside the same. The egg 
belt in this case will be completely covered to protect the passage of the eggs.



3. FAMILY NEST – features and configurations

The nests are normally provided along with our plastic slats (usually 60x90 
cm) and their related supports. The slats have two purposes: 

▪ facilitate the access of the birds to the nests; 

▪ keep the nests cleaner.

These slats, completely in pure polypropylene, are really resistant, self-
supporting and easy to remove during the cleaning processes, at the end of 
the flock. The slats on sides are normally not shorter than 1,2m and can be 
install up to the side wall, in the narrow sheds. The maximum slope of the slats
have to be not higher than 14% (8°). The first legs towards the sidewalls have
to be between 40/50cm height in case of breeders (for commercial layers
these can be higher).

The frontal wooden panels or the wire mesh installed between the legs, avoid
the birds to stand under the nest (and get in contact with manure or lay the 
eggs in an undesired area).
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▪ Lifter

▪ Broiler Way

▪ Eggs Tables

▪ Egg conveyors

▪ FMDS (FLEXY manure drying system)

▪ Chain washer for egg conveyor

5. Other products available in FLEXY



FLEXY Srl 
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35010 Campo San Martino (PD)
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Tel. 049 / 9620774 
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E-mail: info@flexy.it 

www.flexy.it 


